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ThermEx jump-over hoses are highly flexible and highly
resistant to pressure, internal chemical corrosion and

external abrasion. These flexible metal hoses are the
common connectors used to transfer heating medium,
such as steam, hot oil or water/glycol, between ThermEx
bolt-on heating elements or panels.

ThermEx flexible metal jump-overs provide a faster, versatile and more simplified installation than hard
piping or stainless steel tubing.

For steam applications the standard configuration includes a 3” SS316 corrugated stainless steel inner
tube with a reinforcement and exterior stainless steel SS304 braid. On both ends the hose is executed
with female JIC swivel female hydraulic connections (max. working pressure 48 barg at 300°C).

Additional sizes, such as ¥2” or 1” hoses, as well as various material and connection options, are available.
The flexible metal jump-over hoses are pre-insulated with closed cell black silicone insulation (up to max.
218 °C /425 °F). For hot oil service, standard jump-overs with 1” double braided hoses are selected.

CONNECTOR EXECUTIONS:
Both ends: Zn plated CS swivel female 171/16-JIC, plus 90° elbow M-F 1”1/16-JIC

ORDER MATERIAL SIZE LENGTH WORKING PRESSURE | TEST PRESSURE

Sr.No. i3 (NB) (MM) (bar) (at 300°C) (bar) (at ambient temp)
TYPEA 3/4” 500 48 T2
TYPE B 3/4” 1000 48 T2
TYPE C 3/4” 1500 48 T2
TYPED 3/4” 2000 48 T2
TYPEE 3/4” 2500 48 T2
TYPE F 3/4” 3000 48 T2
TYPE G 3/4” 3500 48 T2
TYPEH 3/4” 4000 48 T2
TYPE | 3/4” 4500 48 T2
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Ends: Zn plated CS swivel female 171/16-JIC, plus 90° elbow M-F 1”1/16-JIC and 34” NB LAP Joint flange
ASME B16.5 #150

MATERIAL SIZE LENGTH WORKING PRESSURE | TEST PRESSURE

CODE (NB) (MM) (bar) (at 300°C) (bar) (at ambient temp)
TYPE B1 3/4” 1500 48 72

TYPE C1 3/4” 1500 48 12

TYPE D1 3/4” 2000 48 72

TYPE E1 3/4” 2500 48 72

TYPE F1 3/4” 3000 48 12

TYPE G1 3/4” 3500 48 72

Type C2, length 1500 mm (working pressure 40 barg at ambient temp., test pressure 60 barg at ambient
temperature).

Both ends executed with 34” NB LAP Joint flanges ASME B16.5 #150 (Zn plating, blue chromate)
Specifications subject to change without notice
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