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PRE-INSULATED TUBING

MultiLine - ST pre-insulated tubing bundles are designed 

specifically for hot liquid and gas transport lines where heat 
loss and personnel protection are important. It is a cost-
effective and user-friendly alternative to classic tubing or 
supply/return line insulation. It eliminates the need for separate 
installation and is configurable with a wide variety of tubing 
combinations.

MultiLine pre-insulated tubing bundles provide reliable temperature maintenance and reduce the risk 
of heatloss and/or condensation. The pre-insulated tubing bundles provide an economical alternative 
to field installation and is executed with a rugged elastomeric jacket, resistant to abrasion and many 
chemicals.

MultiLine - ST is a single insulated tube, pre-insulated with non-hygroscopic glass fiber insulation and 
weather resistant barrier, specifically developed for steam supply and condensate return lines.

The bundle can be manufactured in a variety of tube materials, wall thicknesses, outer jacket materials. 
Optionally different outer jacket colors can be delivered, subject to minimum order quantities.
MultiLine is supplied in long length coils and can be quickly and easily installed in existing cable trays, 
angles, channels, struts and I-beams. MultiLine, along with its associated termination seal kits, provide a 
lower installed cost compard to field installed and insulated tubing.

THERMEX SYSTEM DATASHEET

TYPICAL APPLICATIONS

• Steam supply lines / steam distribution
• Condensate return lines

PRODUCT FEATURES & BENEFITS

• Personnel protection
• Rugged weatherproofing
• Energy conservation
• Fast deployment in the field
• Coiled, up to lengths of ± 500m
• Reduce fittings with long coils
• Save time and labor when installing lines 3/4” and 

smaller
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ST - LT - 6 SB - PB 35

Model number Version Tube O.D. Tube Material Jacket Material Wall Thickness

ST = SINGLE 

TUBE

TUBE O.D.

3/8” = 3
1/2” = 4
3/4” = 6
10 mm = 10
12 mm = 12

TUBE MATERIAL

SS = Stainless Steel 316 L Seamless
SA = Stainless Steel 316 L Welded
SB = Stainless Steel 316 Ti Welded
SC = Copper

TUBE WALL THICKNESS

35 = 035”
49 = 049”
1 = 1 mm
1.5 = 1,5 mm

JACKET MATERIAL

P = PVC Black
PB = PVC Bleu
PR = PVC Red
T = TPU
TB = TPU Bleu
TR = TPU Red

MULTILINE

TYPE ST-LT-6SB-PB-35

LT  = Low temp (<204ºC)
MT = Medium temp
HT = High temp
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