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CASE STUDY
THERMEX APL ON9390

Client   APL Tallin, Estonia

End client  Borregaard AS, Norway

Scope of supply   Bolt-On heating system for 2 Sulphur Storage Tanks

Tank OD x Height   6016 mm x 7850 mm

Project value (€)   140K

Manufacturing year   2018

Start Date   13-05-2018

Finish Date   29-08-2018

Capacity needed   572 hours

DESIGN CONDITIONS

Design code    CE/PED 2014/68/EU - ASME VIII, Div.1.

Process    Liquid Sulphur

Operating temperature  155°C

Design Temperature   250°C Steam

Design Pressure   10 Bar(g)

Heating medium   1.5 Bar(g) – 155,5°C

Ambient condition   -15°C with a 45 m/s wind

Plate thickness  Shell: 6 mm, Roof: 5 mm

Third-Party Inspection (TPI)  LLOYD’S / APL

NDE     100%
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         Number of elements   38 per Tank – 76 in Total 

         Number of welds   290 per Tank – 580 in Total 

         Number of bends   90 per Tank – 180 in Total 

         Tank material    P265GH or equal 

TE elements size   O.D. 50,8 x 3,05 mm seamless formed boiler tubing 

TE elements material grade  P235GH 

Delivery includes: 

 Thermal and Mechanical design 

 PED module B/F (type approval) 

 Heat Transfer Cement 

 Hangers and bosses for mounting wall and roof panels 

 Band-it for mounting nozzle panels 

 Flexible hoses for connecting panels - JIC fitting 

 Installation drawings and instructions  

DRAWINGS

Number of elements   38 per Tank – 76 in Total

Number of welds   290 per Tank – 580 in Total

Number of bends   90 per Tank – 180 in Total

Tank material   P265GH or equal

TE elements size   O.D. 50,8 x 3,05 mm   

    seamless formed boiler tubing

TE elements material grade  P235GH

Delivery includes:

• Thermal and Mechanical design

• PED module B/F (type approval)

• Heat Transfer Cement

• Hangers and bosses for mounting wall and roof panels

• Band-it for mounting nozzle panels

• Flexible hoses for connecting panels - JIC fitting
• Installation drawings and instructions


