THERMEX

THERMEX THERMAL
l MAINTENANCE SYSTEM.

A

| INSTALLATION MANUAL
CLAMP-ON

| HEATING JACKETS




THERMEX STEP 1







THERMEX

r I l EXAMPLE:

9” BALL VALVE INSTALLED
l IN THE LINE.

STEP 3

*

4 TT |5 PREFERRED TO TEST THE VALVE

IN LINE REFORE NSTALLING THE
(EE, CLAMP-gN HEATING JACKETS.

| DISASSEMBLE
THE CLAMP-ON HEATING JACKET.




STEP 4

DRY FIT

l The clamp-on heating jacket
on the valve!

CHECK:

No interferences with the valve which

prevents that the clamp-on heating jacket
can be bolted around the valve?




THERMEX STEP 5

r'zl
APPLICATION
| OF MASTIC

' Hardening
—>THTM 750 =

+/- 3MM LAYER

Remark: Avoid HTM at the level of the bolts.
Option: Mold aluminum foil around the valve and bonnet
to protect the valve.



THerRMEx STEP 6

r INSTALLING THE CLAMP-ON
l HEATING JACKET ON THE




NO AIR BETWEEN VALVE
AND THE CLAMP-ON
HEATING JACKET.



THERMEX

THERMEX THERMAL
l MAINTENANCE SYSTEM.

®

| DISASSEMBLY OF THE
CLAMP-ON
| HEATING JACKETS.
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THERMEX STEP 1




THERMEX




THERMEX

(":l
| REMOVING
BOLTS

STEP 3




STEP 4

IREMOVING FOIL
| AND MASTIC.
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THERMEX STEP 5

( CLEAN THE CLAMP-ON
l HEATING JACKET

PIECES BY WASHING
THE COMPONENTS
IN A BUCKET OF

WATER./ y

i

CLEANING THE JACKETS
COMPONENTS USING A
WATER JET.
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STEP 6

THERMEX

—
|r AFTER DRYING )@C

THE COMPONENT57

THE cLAMP-ON /¢~ )

| HEATING JACKET IS READY
FOR RE-INSTALLATION.
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