THERMEX

r THERMEX THERMAL
MAINTENANCE SYSTEM.

INSTALLATION MANUAL

E ELEMENTS ON PIPING.
|




THERMEX STEP 1

( SAFETY FIRST




THERMEX STEP 2

PRE-CUT BANDS

FOLLOW THE INSTALLATION DRAWINGS




STEP 3

THERMEX

f":'
DRY FIT.

AS PER INSTALLATION DRAWING !l
SEE LABEL Mo

* IS THE LOCATION OF THE [@=§ CORRECT ?
* IS THE ORIENTATION OF THE (@=8 OR - 'S CORRECT ?

* IS THE SPACE BETWEEN (@=§ 'S CORRECT ?

7

SEE LASEL Me.

e
e

SEE LASEL Mo



THERMEX STEP 4

f APPLICATION OF

MASTIC
AS PER INSTALLATION DRAWING Il
CHOICE: — Non Hardening

THTM-450 ~ ¢ 230°C

MASTIC > rm-750 Hardening

{400°C

ONCAVE SURFFZ f

.............




THERMEX

STEP 5

INSTALLING BAND-IT
SINGLE OR DUAL ELEMENTS

AS PER INSTALLATION DRAWING !l
Y, =N

PRE-CUT

L=Q PIPE
I +300MM

TIGHTEN BANDS UNTIL EXCESS
MASTIC IS EXTRUDED.
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THERMEX STEP 6

[ REMOVING EXCESS
MASTIC (THTM);

NO AIR BETWEEN PIPE
AND TE-ELEMENT.

THTM
s

Otherwise fill-up the gap with THTM




THERMEX STEP 7

GNSTALLING JUMPER HOSE.

AS PER INSTALLATION DRAWING !l

Possible type of connection:

*3/4" JIC connection.

F *3/4" Flanged connection.
*1/2" or 3/4" NPT connection.

*1/2" or 3/4" Double Ferrule connection.

To HOLD CONDENSATE,



